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Wardrobe interior fittings

for wardrobe  
inside widths

Type no.

Fitted shelf
2.3 cm thick

Extendable fitted shelf
7.2 cm high

Surcharge for extendable fitted shelf in special width

38 cm
48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

38 cm
48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

Illuminated LED shelf
2.9 cm thick; with LED-lamp;
with automatic switch and motion detector

This luminaire contains builtin LED lamps of the energy classes A++ to A.  
The lamps cannot be changed in the luminaire.
12 V; 3.4-9.0 W

Presentation shelf
2.3 cm thick; with extra slat on the front rim, 6.0 cm high

Fitted height: approx. 17.5 cm when fitted at an angle

Protective mat
of silver-coloured plastic;  
for presentation shelves

Clothes rod
chrome, uniform tubular metal with two supports

38 cm
48 cm
78 cm
98 cm

Inside mirror
fitted on the inner side of 268.0 cm high and 50 cm wide hinge-doors

Please state clearly in the order which hinge-doors are to be fitted with an inside mirror.

79002
79003
79004
79006

-
-
-
-

79403
79404
79406

-
-
-

99910 -

79332
79333
79334
79336

-
-
-
-

79503
79504
79506

-
-
-

79563
79564
79566

-
-
-

79012
79013
79014
79016

-
-
-
-

79154 -

Clothes/niche hallway unit
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for wardrobe  
inside widths

Type no.
82

Centre partition kit
for wardrobes with unit inside widths of 78 and 98 cm, consisting of:

1 centre partition (153.0 cm high); 2 constructional shelves 48 cm wide  
(fitted optionally left or right)

for 78 cm width:
48 cm wide compartment with 2 constructional shelves; 28 cm open compartment
for 98 cm width:
48 cm wide compartment with 2 constructional shelves; 48 cm open compartment

Additional extras:
48 cm wide fitted shelves, clothes rods and sets

Clothes lift
Twin-arm, aluminium-coloured, swing-out clothes rod with brake mechanism

Max. load: 10 kg

78 cm
98 cm

79130 -

79184
79186

-
-

Clothes/niche hallway unit

Wardrobe interior fittings
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for wardrobe  
inside widths

Type no.

Set 6
2 drawers with glass front

Set 1
1 drawer with wooden front

Set 2
1 drawer with glass front

Set 3
1 shoe drawer

Set 4
2 drawers with wooden front

Set 5
1 drawer with glass front
1 drawer with wooden front

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

78 cm
98 cm

48 cm
78 cm
98 cm

Total height:

Total height:

Total height:

Total height:

Total height:

Total height:

21.5 cm

40.7 cm

21.5 cm

40.7 cm

40.7 cm

40.7 cm

Sets of drawers
Sets of drawers as a complete unit consisting of top cover shelf, block sides and different drawers. If sets of drawers are sta-
cked, the cover shelf of the bottom set of drawers is omitted and can be deducted from the price. A cover for a set of drawers 
must be fitted for mounting the units as stand-alone units at one side. If 2 sets of drawers are fitted adjacently please use the 
centre partition kit. Accessories: see page 49!

60013
60014
60016

-
-
-

60023
60024
60026

-
-
-

60034
60036

-
-

60043
60044
60046

-
-
-

60053
60054
60056

-
-
-

60063
60064
60066

-
-
-

Clothes/niche hallway unit

Wardrobe interior fittings
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for wardrobe  
inside widths

Type no.

Set 12
1 drawer with glass front
3 drawers with wooden front

Set 7
3 drawers with wooden front

Set 8
1 drawer with glass front
2 drawers with wooden front

Set 9
2 drawers with glass front
1 drawer with wooden front

Set 10
1 drawer with wooden front
1 shoe drawer

Set 11
4 drawers with wooden front

Total height:

Total height:

Total height:

Total height:

Total height:

Total height:

59.9 cm

59.9 cm

59.9 cm

59.9 cm

79.1 cm

79.1 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

Sets of drawers
Sets of drawers as a complete unit consisting of top cover shelf, block sides and different drawers. If sets of drawers are sta-
cked, the cover shelf of the bottom set of drawers is omitted and can be deducted from the price. A cover for a set of drawers 
must be fitted for mounting the units as stand-alone units at one side. If 2 sets of drawers are fitted adjacently please use the 
centre partition kit. Accessories: see page 49!

60073
60074
60076

-
-
-

60083
60084
60086

-
-
-

60093
60094
60096

-
-
-

60104
60106

-
-

60113
60114
60116

-
-
-

60123
60124
60126

-
-
-

Clothes/niche hallway unit

Wardrobe interior fittings



49

MULTI-DIELE

MULTI-DIELE E   4. 2019

for wardrobe  
inside widths

Type no.

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

Accessories
The drawers in the sets of drawers can be fitted with drawer compartments.

Drawer compartment A
We recommend only fitting these compartments in drawers with glass fronts.
5.6 cm high

Number of compartments
for 48 cm width: 12
for 78 cm width: 24
for 98 cm width: 32

Drawer compartment B
We recommend only fitting these compartments in drawers with glass fronts.
5.6 cm high

Number of compartments
for 48 cm width: 6
for 78 cm width: 15
for 98 cm width: 15

Cover for sets of drawers

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

48 cm
78 cm
98 cm

for 1 Raster height

for 2 Raster height

for 3 Raster height

48 cm
78 cm
98 cm

for 4 Raster height

49283
49284
49286

-
-
-

49293
49294
49296

-
-
-

40413
40414
40416

-
-
-

40423
40424
40426

-
-
-

40433
40434
40436

-
-
-

40443
40444
40446

-
-
-

Clothes/niche hallway unit

Wardrobe interior fittings
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Example 7
Walls absolutely vertical
= everything O.K.

Example 8
Walls are not vertical = this difference must be 
equalised effectively on-site.

O.K. Not O.K.

Example 1
Floor absolutely horizontal
= everything O.K.

Example 2
Floor (with absolutely horizontal ceiling) has  
max. 8 mm height difference per metre length  
= everything O.K.

Example 3
Floor has more than 8 mm height difference per metre length = this 
difference must be equalised effectively on-site. If both the floor and 
ceiling betray differences in height, the sum of these height differences 
per metre length must not exceed 8 mm.

Example 6
Ceiling has more than 8 mm height difference per metre length = this 
difference must be equalised effectively on-site. If both the floor and 
ceiling betray differences in height, the sum of these height differences 
per metre length must not exceed 8 mm.

O.K. O.K. Not O.K.

O.K. O.K. Not O.K.

If the on-site situation has been clarified (also see the following page), the required dimensions must be calculated. The situation/view is the key here.

View 1
right-angled

View 2
with 1 or 2 slopes

1.) Floor

2.) Ceiling

3.) Walls

Example 4
Ceiling absolutely horizontal
= everything O.K.

Example 5
Ceiling (with absolutely horizontal floor) has max. 
8 mm height difference per metre length  
= everything O.K.

Technical notes on clothes/niche hallway unit

Difference must be balanced effectively on-site.

Difference must be balanced effectively on-site (e.g. with panel material; 
see here the following double page).

Difference must be balanced effectively on-site (e.g. with panel material; 
see here the following double page).

Clothes/niche hallway unit
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3.) Walls

The walls must be checked to see if they are vertical using a spirit level. The walls must be absolutely vertical (see example 7). If they are not (see example 8), this difference must be 
equalised suitably on-site.

The on-site situation must be checked before you can calculate the individual sizes of the 
furniture units.

1.) Floor

The floor must be checked to see if it is horizontal using a spirit level. An absolutely hori-
zontal floor (see example 1) is best. The MULTI-DIELE clothes/niche hallway unit, however, 
will permit height differences in the floor of a maximum 8 mm per 1 m length (i.e. 16 mm 
for a max. width of 2 m, 24 mm for a max. width of 3 m, etc.; see example 2). The various 
maximum tolerances cannot be added up.

If the maximum tolerance value of 8 mm per 1 m length is exceeded (see example 3), this 
difference must be equalised suitably on-site.

2.) Ceiling

The ceiling must be checked to see if it is horizontal using a spirit level. An absolutely hori-
zontal ceiling (see example 4) is best. The MULTI-DIELE clothes/niche hallway unit, however, 
will permit height differences in the ceiling of a maximum 8 mm per 1 m length (i.e. 16 
mm for a max. width of 2 m, 24 mm for a max. width of 3 m, etc.; see example 5). The 
various maximum tolerances cannot be added up.

If the maximum tolerance value of 8 mm per 1 m length is exceeded (see example 6), this 
difference must be equalised suitably on-site.

Height 1 Height 2 Height 3 Please measure height 
1 and height 3 in each 
corner

Width 1

Width 2

Width 3

Measuring heights Measuring widths

Please state all measurements in millimetres. Warm corners must be straightened on-site before measuring.
Please always check all walls for quality and to see if they are exactly straight.

max. 8 mm  
on 1 m

max. 16 mm on 2 m

max. 24 mm on 3 m

max. 32 mm on 4 m

Maximum tolerances

Important notes: Generally speaking, you as a dealer/qualified fitter are responsible for the correct wall mounting of the units. That is why wall mounting should only be carried out by properly trained and 
qualified fitters. hülsta supplies materials for mounting units on walls for nearly all the units and which should be used for safety and for constructional reasons. The assembly materials supplied by hülsta 
(plugs, screws) are only suitable for fitting components on to concrete in firmness class C12/15.
For other materials (please see separate materials table in the wall composition chapter) we provide you with an assembly mortar set as an extra order. Please note that this assembly mortar set is also only 
suitable for the materials listed in the materials table. If walls are made up of other materials (e.g. plastered or lighter wall materials), one should use another method of mounting better suited to the load on 
site. Please note that if the units are not mounted properly on the wall, there is a risk of the units falling down or tipping over – especially when alternative mounting materials acquired on site have been used.
For the reasons stated above it is absolutely essential to enquire about the composition of any walls before signing any contracts.

Clothes/niche hallway unit
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Switch options for lamps: Remote control unit with changing colours

The lamps are normally operated by an external footswitch. The colour temperature of the LED lamps is cold white if a footswitch is used. A 4-channel remote control unit is also 
available as an alternative, which is charged extra. Several lamps can be operated with each of the 4 channels. All 4 channels can be dimmed separately at the push of a button. 
The colour temperature of all 4 channels can be set to any level from cold white (approx. 6500 kelvin = the basic setting of the LED lamps) to warm white (approx. 2700 kelvin). 
If warm white is required, a remote control unit must be ordered. It is also possible to switch all channels on and off simultaneously with the “all on” or “all off” buttons. Up to 
4 transmitters can operate as many receivers as required. The remote control unit consists of one transmitter and one receiver. If several receivers are required because of the 
arrangement of the units, these and the corresponding cables are provided ex-works (no surcharge). The footswitch is omitted when the remote control unit is used.

The following points must be noted with the radio remote control unit:
- The receiver must be positioned behind a rear wall or under plinth shelves (at least 20 mm space required under plinth shelves).
- The total wattage power of all lamps included per power supply unit/receiver must not exceed 30 W.
- 4 channels = 4 light groups
- 1 light group = x lights
- All lamps within a light group can be dimmed to the same brightness.
- The same light colour can be set for all lamps in all the light groups. This light colour is then valid for all the lamps.
- The remote control unit is not suitable for equipment operating on 110 V.

Please be sure to note the operating and programming instructions!

4-channel remote control unit with changing colours

Light colour warmer

Light colour colder

Channel 1 to 4
(with dimmer function)

All off

All on
type

4-channel remote control unit with changing colours

Remote control unit with changing colours

-2019
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Switch options for lamps: Remote control unit with changing colours

Examples of use (schematic diagrams)

Example 1
Lights inside a unit

Channel 1 operates (and dims) all the lights in light group 1,  
i.e. the LED spotlamp in the left cabinet

Channel 2 operates (and dims) all the lights in light group 2,  
i.e. the LED spotlamps in the open compartment

Channel 3 operates (and dims) all the lights in light group 3,  
i.e. the LED spotlamp in the right cabinet

Notes:
The total wattage power of all lamps included per power supply unit/ 
receiver must not exceed 30 W. The same light colour can be set for  
all lamps in all the light groups. This light colour is then valid for all  
the lamps.

Example 2
Lights in units set apart

Channel 1 operates (and dims) all the lights in light group 1,  
i.e. the LED spotlamp and the LED light panels in the left cabinet

Channel 2 operates (and dims) all the lights in light group 2,  
i.e. the LED spotlamps and the LED light panels in the centre cabinet

Channel 3 operates (and dims) all the lights in light group 3,  
i.e. the LED spotlamp and the LED light panels in the right cabinet

Notes:
The total wattage power of all lamps included per power supply unit/ 
receiver must not exceed 30 W. The same light colour can be set for  
all lamps in all the light groups. This light colour is then valid for all  
the lamps.

Example 3
Lights in units set apart

Channel 1 operates (and dims) all the lights in light group 1,  
i.e. the LED spotlamps in the left, centre and right cabinet

Channel 2 operates (and dims) all the lights in light group 2,  
i.e. the top LED light panels in the left, centre and right cabinet

Channel 3 operates (and dims) all the lights in light group 3,  
i.e. the bottom LED light panels in the left, centre and right cabinet

Notes:
The total wattage power of all lamps included per power supply unit/ 
receiver must not exceed 30 W. The same light colour can be set for  
all lamps in all the light groups. This light colour is then valid for all  
the lamps.

1

1

1

2 2

2

2

1Channel

2Channel

3Channel

3

3

3

1

2

3 

1Channel

3Channel

2Channel

1

2

3

3

1

1Channel

2Channel

3Channel

2
2

3

11
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NEO / TETRIM / GENTIS

Special-sized products are possible on request.  
Please get in touch with your customer advisor.

Special-sized products
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Special articles
Cover panels
for side and top panelling of fitted wardrobes (support  
construction and fitting materials must be acquired on site).

Basic price per order
+ price per m² lacquer or veneer
Veneer match with fronts can not be guaranteed.

Rim veneer
superimposed ex works or rims lacquered  
for veneer and lacquer versions per m. length

High-gloss care set
Polish, polishing sponge and polishing cloth (incl. instructions)  
for protecting and maintaining the high-gloss surfaces 36 -

9902 -

9901 -
990 -

Special colours; Note on „Blue Angel“ / Emissions label of DGM

Special colours
All the hülsta lacquer colours are possible for nearly all the hülsta ranges.  
Availability and prices on request.

Note on „Blue Angel“ (RAL-UZ 38) and Emissions label of DGM (Class A)
It is possible that the requirements of the „Blue Angel“ and the DGM Emissions Label can-
not be met by some of the lacquer colours in price groups II and III (see here the different 
lacquer versions in the NURIA range), depending on the colour mix (surface ratio of these 
colours in the corresponding order). However, the legal requirements are definitely met in 
all cases!

Individual special-sized products
If the special-sized product that you require is so unusual that it cannot be illustrated 
with the many special sized products that we already provide and charge for, then we 
will quote you the price using a HK unit type factor. In your order please state for us 
the relevant enquiry number and the HK unit type factor stated.

-HK

NEO / TETRIM / GENTIS











Design and concept legally protected, subject to error and alterations to  
construction, colour and materials by way of technological progress.

Stand: 

hülsta MULTI-DIELE

Your Hotline to hülsta

Lots to do? A customer wants his project finished and you haven’t got enough time? Or the project is so 
complex that it will take too much time?

This is exactly the kind of situation we created the hülsta Planning Service for. hülsta’s employees create 
the required project for you at short notice. Based on your information, we implement the project perfectly 
with all views and a complete order list ready for immediate forwarding to the customer.

The hülsta check list (available at https://hulsta.com/de/service/showroom/) makes it all really easy for 
you. You won’t forget anything with this list and the customer receives a project he will be thrilled about as 
quickly as possible.

Our Saturday hotline is available all day from 10.00 a.m. until 6.00 p.m.

Telephone: +49 (0) 2563 / 86-1800

On working days the hülsta Sales Department is available all day from 8.00 a.m. until 6.00 p.m.

hülsta Planning Service

Special wishes? Come to us!

We are open Saturdays for you, too!

E   4. 2019

Maximum individuality! – Maximal flexibility! – hülsta makes most of your special wishes possible.
And if you do have a wish which is not quite so easy to implement, just give us a call or send us a mail or a 
fax. We have our own hülsta “Special Wishes Team” who are there to help you realise just these customer 
requests. These colleagues are professionals when it comes to special products. They plan and calculate 
the products possible for you and even develop an alternative suggestion if the idea should turn out to be  
technically impossible.

Here is an overview of the hülsta range of special wishes:
•	 A lot of special products can be ordered simply via the type list
•	 Special-sized products are planned simply and professionally
•	 Competent colleagues advise you by phone, by fax and by mail
•	 You will be sent alternative suggestions if the idea is technically impossible
•	 Many special-sized products are available without a surcharge
•	 Specially qualified carpenters and technicians implement your plans perfectly

Do you have any questions or require any alterations to your order confirmation?
Do you have any questions on our products or your current order?
Do you have any complaints about supplied goods or required replacement parts?
Contact Telephone: +49 (0) 2563 / 86-1144 • email: orders@huelsta.com

Do you have any questions, suggestions or wishes for the hülsta Marketing team  
or the hülsta product seminars?
Contact Telephone: +49 (0) 2563 / 86-1611 • email: marketing@huelsta.com

hülsta Planning Service
Tel.: +49 (0) 2563 / 86-0

Fax: +49 (0) 2563 / 86-2666
Mail: Planungsservice-Handel@huelsta.de
Workdays from 8.00 a.m. until 6.00 p.m.

hülsta Special Wishes Team
Tel.: +49 (0) 2563 / 86-0

Fax: +49 (0) 2563 / 86-1417
Mail: Sonderwunsch@huelsta.com

hülsta-werke · Karl-Hüls-Straße 1 · D-48703 Stadtlohn
Tel. +49 (0) 2563 / 86-0 · Fax +49 (0) 2563 / 86-1000

www.huelsta.com
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